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Construction & 
Demolition

Waste Management 
(1-2 Points)

OPTION 1, Diversion.

Divert at least 50% of the total construction and demolition material and include 
at least three materials streams (1 pt) or 75 of the total construction and 
demolition material and include at least four materials streams (2 pts). 
Caesarstone products are 100% recyclable into concrete or terrazzo.

Notes

Option 1 of this credit rewards the project for diverting waste from the landfill. 
Total diversion rates of 50% or more (into at least three material streams) earn 1 
point; Total diversion rates of 75% or more (into at least four material streams) 
earns 2 points.

Å The concept of individual waste steams is new to LEED v4.
Å An easy way to categorize your streams is to focus on the heaviest waste or the waste 

that generates the most volume, making steel a viable candidate for an individual waste 
stream. As a best practice, a material stream should constitute at least 5% by weight or 
volume of total diverted materials.
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Construction & 
Demolition

Waste Management 
(1-2 Points)

OPTION 2, Reduction of Total Waste Material.

Do not generate more than 2.5 pounds of construction waste per square foot 
(12.2 kilograms of waste per square meter) of the building’s floor area. 
Caesarstone slabs arrive precut to size at the site, eliminatinggeneration of 
onsite material waste.

Notes

Option 2 of this credit rewards the project for reduction of total waste material (2 
points). To meet the requirement, there can be no more than 2.5 pounds of 
construction waste per square foot of the building’s floor area.

Å Option 2 requires teams plan for not generating waste in the first place. To get the most 
benefit, this option requires teams to plan for source reduction during design and 
implement it during construction.

Å Prefabrication, modular construction, or incorporating standard material lengths or sizes 
into the project’s design can all help reduce waste for this path to the credit.
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Sustainable 
Standards & 
Certifications

ISO 14001 and 9001 Environmental Management Systems
Certification
Standardprovidesa frameworkto createpoliciesthat assistmanufactures
reachtheir environmentaltargets.

OHSAS 18001 Certification
Certifiesthat productsarecompliantwith OccupationalHealthandSafety
ManagementSystemspecifications.

ANSI/NSF Standard 51 – Food Equipment Materials
Quartzsurfacingissafefor usein food preparationareasandiseasyto clean
andsanitize.

Health Product Declaration Collaborative
Providesa full disclosureof the potential chemicalsof concernin productsby
comparingingredientsto a setof priority“hazard”listsbasedon the Green
Screenfor SaferChemicalsandadditionallistsfrom other government
agencies.

GREENGUARD Environmental Institute Certification
Certifiesquartzsurfacingasa low–VOCproductcomplyingwith Californiaof
HealthServicesStandardPractice(CA Section 01350)
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